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INTRODUCTION 

All local governments that review stormwater management plans under a state stormwater program 

such as Water Supply Watershed, Nutrient Sensitive Waters, or Phase II NPDES program are to 

provide a substantially equivalent level of water quality protection as the provisions in the North 
Carolina Division of Water Resources (NCDWR) Stormwater Best Management Practices (BMP) 

Manual.  Therefore, to comply with the NCDWR, and in an effort to improve consistency in 

stormwater best management practice, design, and approval, the City of High Point has adopted the 

NCDWR Stormwater BMP Manual.  The NCDWR Stormwater BMP Manual can be accessed at 

http://portal.ncdenr.org/web/lr/bmp-manual. 

National Pollutant Discharge Elimination System (NPDES) Phase II stormwater regulations apply 

jurisdiction-wide.  Therefore, BMP requirements shall apply to all property within the city of High 

Point and its extraterritorial jurisdiction. 

All WS-IV water supply watersheds using the high-density option must control the first 1” of rainfall 

on any site that exceeds 24% built-upon area.  In the lower Randleman watershed, any site that 

exceeds 12% built-upon area must control the first 1” of rainfall.  The NCDWR requires that these 

control measures not only control the first 1” of rainfall, but also remove 85% of the total suspended 

solids (TSS). 

The sources of High Point’s drinking water (Oak Hollow Lake, City Lake, and Randleman Reservoir) 

are largely urban watersheds.  As such, the City of High Point believes that additional measures for 

controlling stormwater runoff, beyond those required by NCDWR, should be installed.  Therefore, 

additional stormwater controls are required on any proposed low density development that exceeds 

6% built-upon area and is less than 24% built-upon area (less than 12% built-upon area if the 

development is in the Randleman Watershed).  Additional BMPs include natural infiltration areas, 

dry detention ponds, and infiltration trenches.  Other BMPs that control the first ½” of rainfall may 

also be acceptable, and engineers are encouraged to discuss any innovative control devices with the 

Watershed Enforcement Officer and the City Engineer (see attached Stormwater Best Management 
Practices, Design Manual, Effective Date, January 1, 2000).  

In addition to North Carolina Division of Water Resources BMP Manual, Chapter 10, Wet 

Detention Basin, the City of High Point requires the attached additional wet detention basin design 

elements (see attached Stormwater Best Management Practices, Design Manual, Effective Date, 
January 1, 2000).
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